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BACKGROUND OF THE INVENTION 



Field of the Invention 

5 [0001] This invention relates to microprocessors employing register files and, more 
particularly, to arbitration of register file ports. 

Description of the Related Art 

10 [0002] In the course of executing a software program on a conventional 

microprocessor, instructions and data are retrieved from a system memory to be used in 
the execution of individual microprocessor instructions or operations. However, system 
memory bandwidth is generally insufficient to directly provide instructions and data to a 
microprocessor at the rate at which it can consume them. To improve execution 

15 performance, modern microprocessors integrate a register file into the microprocessor 
core. Register files typically provide a plurality of addressable locations that can be 
quickly decoded by the microprocessor's control logic; such locations serve as rapidly 
accessible storage from which to retrieve operands for the execution of operations and to 
which to store operation results. Register files provide operands to functional units by 

20 accessing specific locations through a plurality of read ports. Results are written to 
specific locations through a plurality of write ports. Typically, any given register file 
location can be read from any given read port and written by any given write port. 

[0003] To further improve microprocessor performance, the number of operations that 
25 can be performed simultaneously may be increased by including a plurality of functional 
units that may execute operations in parallel. Such superscalar microprocessors may 
include multiple integer and floating point functional units including, for example, 
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arithmetic logic units, address generation units, branch processing units, multipliers and 
dividers. 

[0004] Increasing the number of functional units in a microprocessor implementation 
5 directly increases the number of operations that can be simultaneously performed. 
However, realizing maximum functional unit utilization requires the register file to 
provide sufficient read and write ports to simultaneously provide each functional unit 
with operands and to store execution results. 

10 [0005] Accordingly, as the number of functional units in a microprocessor 

implementation increases, the number of register file read and write ports that supply 
operands may necessarily increase. However, increasing the number of read and write 
ports greatly increases the complexity of designing and implementing the register file. 
Each additional read or write port requires additional control logic to decode and select 

15 which location to access via that port. Further, each such additional port requires a 
separate wire bus connected to each register file location, if access symmetry (i.e., any 
location being readable or writeable by any port) is to be maintained. Depending on the 
manufacturing process used to manufacture the microprocessor, additional wiring may 
require a larger physical register file layout, resulting in slower register file performance 

20 due to electrical factors such as increased capacitive loading and signal transit time. 

[0006] The performance costs of adding read or write ports may ultimately outweigh 
the performance benefits of increasing parallelism through adding functional units. Not 
providing sufficient read and write ports to simultaneously supply all functional units also 
25 limits performance. Thus, it may be desirable to have a processor design including an 
optimized number of register file read and write ports in a given implementation. 
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SUMMARY OF THE INVENTION 



[0007] Various embodiments of a microprocessor configured to provide port 
arbitration in a register file are disclosed. In one embodiment, the microprocessor 
5 includes a plurality of functional units configured to collectively operate on a maximum 
number of operands in a given execution cycle, and a register file providing a number of 
read ports that is insufficient to provide the maximum number of operands to the plurality 
of functional units in the given execution cycle. The microprocessor also includes an 
arbitration logic coupled to allocate the read ports of the register file for use by selected 
10 functional units during the given execution cycle. 



[0008] In one specific implementation, each of the plurality of functional units 
corresponds to one of a plurality of issue slots. In another specific implementation, the 
arbitration logic is further configured to allocate a first portion of the read ports to a first 
15 portion of the plurality of functional units that corresponds to a first issue slot. 



20 
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BRIEF DESCRIPTION OF THE DRAWINGS 

[0009] FIG. 1 is a block diagram illustrating one embodiment of an exemplary 
microprocessor. 

5 

[0010] FIG. 2 is a block diagram illustrating one embodiment of a register file. 

[0011] FIG. 3 is a block diagram illustrating one embodiment of an arithmetic logic 
unit (ALU). 

10 

[0012] FIG. 4 is a block diagram illustrating one embodiment of an address generation 
unit (AGU). 

[0013] FIG. 5 is a block diagram illustrating one embodiment of an execution unit. 

15 

[0014] FIG. 6 is a flow diagram describing the operation of one embodiment of 
arbitration logic in a processor. 

[0015] FIG. 7 is a block diagram illustrating another embodiment of an execution unit. 

20 

[0016] FIG. 8 is a flow diagram describing the operation of another embodiment of 
arbitration logic in a processor. 

[0017] FIG. 9 is a block diagram illustrating another embodiment of an execution unit. 

25 

[0018] FIG. 10 is a flow diagram describing the operation of another embodiment of 
arbitration logic in a processor. 
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[0019] While the invention is susceptible to various modifications and alternative 
forms, specific embodiments thereof are shown by way of example in the drawings and 
will herein be described in detail. It should be understood, however, that the drawings 
and detailed description thereto are not intended to limit the invention to the particular 
5 form disclosed, but on the contrary, the intention is to cover all modifications, equivalents 
and alternatives falling within the spirit and scope of the present invention as defined by 
the appended claims. 
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DETAILED DESCRIPTION 



[0020] Turning now to FIG. 1, a block diagram of one embodiment of an exemplary 
microprocessor 100 is shown. Microprocessor 100 is configured to execute instructions 
5 stored in a system memory (not shown in FIG. 1). Many of these instructions operate on 
data stored in the system memory. It is noted that the system memory may be physically 
distributed throughout a computer system and may be accessed by one or more 
microprocessors such as microprocessor 100, for example. In one embodiment, 
microprocessor 100 is an example of a microprocessor that implements the x86 
10 architecture such as an Athlon™ processor, for example. However, other embodiments 
are contemplated which include other types of microprocessors. 

[0021] In the illustrated embodiment, microprocessor 100 includes a scheduler 110 
which may include an arbitration logic 115. Scheduler 1 10 is coupled to receive 

1 5 operations dispatched from an instruction control unit (not shown) and to issue operations 
to an execution unit 140. Scheduler 1 10 is also coupled to control a register file 120 and 
a data forwarding unit 130. Register file 120 and data forwarding unit 130 are coupled to 
provide operands to execution unit 140. Execution unit 140 may include a plurality of 
functional units such as arithmetic logic units (ALU) 142 and address generation units 

20 (AGU) 144. In the illustrated embodiment, execution unit 140 includes ALU0 142a, 
ALU1 142b, AGU0 144a, and AGU1 144b; however, other embodiments are 
contemplated that include other types and numbers of functional units. Results generated 
by execution unit 140 may be stored to register file 120 and/or sent to data forwarding 
unit 130 to be used as operands for subsequently scheduled operations. 

25 

[0022] Scheduler 110 may include one or more scheduler units (not shown, e.g. an 
integer scheduler unit and a floating point scheduler unit). It is noted that as used herein, 
a scheduler refers to a device that detects when operations are ready for execution and 
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issues ready operations to one or more functional units within an execution unit. For 
example, a reservation station may be a scheduler. Each scheduler 1 10 may be capable of 
holding operation information (e.g., bit encoded execution bits as well as operand tags 
and/or immediate data) for several pending operations awaiting issue to an execution unit 
5 140. Each scheduler 1 1 0 may store the age of each scheduled operation and may use the 
age to determine when to issue ready operations to functional units. Each scheduler 110 
may monitor issued operations and results available in register file 120 and data 
forwarding unit 130 in order to determine what operand values are available to be read by 
execution unit 140, as well as the location of those operand values. In some 
10 embodiments, each scheduler 110 may provide operand value storage and/or data 

forwarding value storage. Further, in some embodiments, each scheduler 110 may be 
associated with a dedicated one of register file 120, data forwarding unit 130, and 
execution unit 140. In other embodiments, a single scheduler 110 may issue operations to 
more than one of register file 120, data forwarding unit 130, and execution unit 140. 

15 

[0023] In the illustrated embodiment, scheduler 110 includes arbitration logic 115. 
Arbitration logic 115 may be control logic configured to control selection of specific 
operands within register file 120, data forwarding unit 130, and execution unit 140 as 
described in further detail below. In other embodiments, it is contemplated that the 
20 function of arbitration logic 115 may be included within another unit, such as the register 
file, for example. 

[0024] Register file 120 may include a plurality of entries (not shown) that may be 
used to store operands and results corresponding to the operations performed by 
25 execution unit 140. In the illustrated embodiment, a single register file 120 is provided. 
In other embodiments, multiple register files 120 may be provided (e.g. an integer register 
file and a floating point register file, or a register file for each execution unit 140). In the 
illustrated embodiment, register file 120 may be directed by scheduler 1 10 to read out 
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specific entries containing values to supply as operands to execution unit 140, and to 
write results provided by execution unit 140 into specific entries. As discussed in further 
detail below in conjunction with the description of FIG. 2, register file 120 may provide a 
limited number of read and write ports through which to read out and write back entries, 
5 respectively. 

[0025] In some embodiments, reading from and writing to register file 120 may 
require several processor clock cycles to complete, depending on such factors as the 
number of register file entries, internal configuration, and physical location. To improve 

10 performance, microprocessor 100 includes a data forwarding unit 130. In one 

embodiment, data forwarding unit 130 may include multiple-entry buffer or queue 
structures (not shown) to store recently produced results provided by execution unit 140 
that may be likely to be used again as operands by execution unit 140 prior to being 
written into register file 120. In another embodiment, data forwarding unit 130 may 

15 consist of multiplexer logic (not shown) configured to select particular results provided 
by execution unit 140 to be sent directly back to execution unit 140 as operands. In the 
illustrated embodiment, a single data forwarding unit 130 is provided. In other 
embodiments, multiple data forwarding units 130 may be provided (e.g. data forwarding 
units corresponding to integer and floating point operations, or a data forwarding unit for 

20 each execution unit 140). In the illustrated embodiment, data forwarding unit 130 may be 
directed by scheduler 1 10 to read out specific entries containing values to supply as 
operands to execution unit 140, and to write results provided by execution unit 140 into 
specific entries. 

25 [0026] In one embodiment, execution unit 140 may include a functional unit such as 
an integer arithmetic logic unit (ALU), for example. It is noted that as used herein, a 
functional unit refers to a device configured to perform one or more operations such as 
addition, subtraction, multiplication, shifts, rotates, logical operations, and branch 
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operations. In other embodiments, microprocessor 100 may be a superscalar processor, in 
which case execution unit 140 may include multiple functional units. In addition, one or 
more floating-point units (not shown) may also be included to accommodate floating- 
point operations, and one or more functional units may be address generation units 
5 (AGUs) configured to perform address generation arithmetic for load and store memory 
operations. In the illustrated embodiment, execution unit 140 includes two arithmetic 
logic units ALUO and ALU1 designated 142a and 142b, respectively. In addition, 
execution unit 140 also includes two address generation units AGU0 and AGU1 
designated 144a and 144b, respectively. As described further below in conjunction with 
10 the description of FIG. 3 and FIG. 4, each of ALU 142 and AGU 144 receives a number 
of input operands and produces a result. 

[0027] Referring now to FIG. 2, a block diagram of one embodiment of register file 
120 is shown. Components corresponding to those in FIG. 1 are numbered identically for 

1 5 clarity and simplicity. In addition to the plurality of entries (not shown) for storing data 
described above, register file 120 includes a plurality of write ports 122 and a plurality of 
read ports 124. In the illustrated embodiment, the plurality of write ports 122 includes 
four write ports designated "wrO," "wrl," "wr2," and "wr3," and the plurality of read 
ports 124 includes six read ports designated "rdO," "rdl," "rd2," "rd3," "rd4," and "rd5." 

20 Each write port may be configured to write one value, for example a 32-bit integer, into 
one of the plurality of entries in a given execution cycle. Each read port may be 
configured to read one value, for example a 32-bit integer, from one of the plurality of 
entries in a given execution cycle. Thus, in the illustrated embodiment, at most four 
different result values may be simultaneously written and six different operand values 

25 may be simultaneously read in a given execution cycle. Other embodiments are 

contemplated that may include different numbers and combinations of read and write 
ports and corresponding limitations on simultaneous numbers of read and write values. 
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Additionally, it is contemplated that in some embodiments read and write ports may 
support different sizes of data values or combinations of different sizes of data values. 

[0028] It is noted that as used herein, an execution cycle refers to the basic unit of time 
5 during which a functional unit may receive a new operation to perform. In one 

embodiment, an execution cycle may correspond to an execution pipe stage. In another 
embodiment, an execution cycle may correspond to one cycle of a particular processor 
clock signal. In yet another embodiment, an execution cycle may correspond to a portion 
of a particular processor clock signal, such as a clock phase, for example. 

10 

[0029] It is further noted that in one embodiment, a functional unit may receive a new 
operation to perform and may begin performing that operation during the same execution 
cycle. In another embodiment, a functional unit may receive a new operation to perform 
during one execution cycle and may begin performing that operation during a subsequent 

15 execution cycle. In such an embodiment, the functional unit may be non-pipelined, in 

which case the functional unit may either receive a new operation or perform a previously 
received operation, but not both, during a given execution cycle. Alternatively, the 
functional unit may be pipelined, in which case the functional unit may receive a new 
operation and simultaneously perform a previously received operation during a given 

20 execution cycle. 

[0030] In FIG. 3 a block diagram of one embodiment of ALU 142 is shown and in 
FIG. 4 a block diagram of one embodiment of AGU 144 is shown. Referring collectively 
now to FIG. 3 and FIG. 4, ALU 142 includes a plurality of ALU input ports 146, and 
25 AGU 144 includes a plurality of AGU input ports 146. In the illustrated embodiments, 
the plurality of ALU input ports 146 includes three input ports designated "srcl," "src2," 
and "flags," and the plurality of AGU input ports 148 includes three input ports 
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designated "base/ 5 "index," and "store data." Each of ALU 142 and AGU 144 includes a 
single result port designated "result." 

[0031] In a given execution cycle, ALU 142 may be configured to perform an 
5 operation on the operands presented to it via ALU input ports 146, producing a result on 
its result port. For example, ALU 142 may be configured to perform an arithmetic 
operation that combines the values on the "srcl" and "src2" input ports to generate a 
result under the control of the value on the "flags" input port. Similarly, in a given 
execution cycle, AGU 144 may be configured to perform an operation on the operands 

10 presented to it via ALU input ports 146, producing a result on its result port. For 

example, AGU 144 may be configured to perform a store address generation operation 
that combines the values on the "base" and "index" input ports to generate a store address 
result, while receiving the data to be stored on the "store data" input port. It is 
contemplated that other embodiments of ALU 142 and AGU 144 may have differing 

1 5 numbers of input and result ports and may be configured to perform different operations. 

[0032] Referring collectively to FIG. 1 through FIG. 4, in the illustrated embodiment 
of execution unit 140, the four functional units ALU0 142a, AGU0 144a, ALU1 142b, 
and AGU 142b each may provide three input ports and one result port. If all four 

20 functional units were configured to operate concurrently, in a given execution cycle the 
four functional units could collectively operate on a maximum of twelve input operands 
and could collectively produce a maximum of four results. However, register file 120 
may provide only six read ports and four write ports, a number insufficient to provide the 
maximum number of operands on which the functional units could collectively operate in 

25 a given execution cycle. Thus, arbitration logic 115 may be configured to allocate the 
limited number of read ports 124 of register file 120 to the functional units of execution 
unit 140. 
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[0033] Turning now to FIG. 5, one embodiment of execution unit 540 is shown. 
Execution unit 540 may be illustrative of execution unit 140 of FIG. 1 . In the illustrated 
embodiment, execution unit 540 includes a plurality of functional units ALU0 542a, 
AGU0 544a, ALU1 542b, and AGU1 544b. ALU0 542a and ALU1 542b maybe 
5 illustrative of ALU 142 of FIG. 3. AGU0 544a and AGU1 544b may be illustrative of 
AGU 144 of FIG. 4. The result ports of the plurality of functional units are coupled to 
write ports 122 of register file 120 (not shown in FIG. 5). Execution unit 540 also 
includes a plurality of bypass multiplexers 541a-d coupled to the functional units. It is 
noted that the terms multiplexer and mux may be used interchangeably. In the illustrated 
10 embodiment, ALU0 542a is coupled to bypass mux 541a, AGU0 544a is coupled to 
bypass mux 541b, ALU1 542b is coupled to bypass mux 541c, and AGU1 544b is 
coupled to bypass mux 541d. Each bypass mux 541 is coupled to a subset of read ports 
124 of register file 120 (not shown in FIG. 5) as well as to data forwarding unit 130 (not 
shown in FIG. 5). 

15 

[0034] In one embodiment, each bypass mux 541 may be configured to provide a port 
corresponding to each input port of each associated functional unit. In the illustrated 
embodiment, for each input port of each associated functional unit, each corresponding 
port of bypass mux 541 may be configured to select between a specific read port of 

20 register file 120 and an input from data forwarding unit 130 under the direction of 

scheduler 110 (not shown in FIG. 5). In other embodiments, bypass mux 541 may have 
additional inputs from which to select other values, for example immediate data from the 
instruction stream (not shown). In one embodiment, bypass mux 541a may be configured 
to select between register file 120 read ports "rdO," "rdl," and "rd2" and one or more 

25 inputs from data forwarding unit 130 for each of ALU0 542a input ports "srcl," "src2," 
and "flags," respectively. In one embodiment, bypass mux 541b may be configured to 
select between register file 120 read ports "rdO," "rdl," and "rd2" and one or more inputs 
from data forwarding unit 130 for each of AGU0 544a input ports "base," "index," and 
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"store data/' respectively. In one embodiment, bypass mux 541c may be configured to 
select between register file 120 read ports "rd3," "rd4," and "rd5" and one or more inputs 
from data forwarding unit 130 for each of ALU1 542b input ports "srcl," "src2," and 
"flags," respectively. In one embodiment, bypass mux 541 d may be configured to select 
5 between register file 120 read ports "rd3," "rd4," and "rd5" and one or more inputs from 
data forwarding unit 130 for each of AGU1 544b input ports "base," "index," and "store 
data," respectively. It is noted that in alternative embodiments, data forwarding unit 130 
may provide a single value common to several bypass mux ports, one or more individual 
values corresponding to each bypass mux port, or any combination thereof. It is further 
10 noted that alternative embodiments are contemplated in which different numbers of 
bypass mux ports, functional units, and register file read ports are arranged in different 
configurations. 

[0035] As described in greater detail below in conjunction with the description of FIG. 

15 6, arbitration logic 115 may allocate read ports 124 to the functional units within 

execution unit 540 on the basis of issue slots. As used herein, an issue slot refers to a 
heterogeneous grouping of functional units that forms the unit of allocation of a resource, 
such as a portion of read ports 124. Each functional unit within execution unit 540 may 
correspond to one of a plurality of issue slots. In the illustrated embodiment, ALU0 542a 

20 and AGU0 544a both correspond to issue slot 0, and ALU1 542b and AGU1 544b both 
correspond to issue slot 1 . In other embodiments, it is contemplated that a different 
number of issue slots may be provided, and it is further contemplated that different types 
and numbers of functional units may correspond to any issue slot. Arbitration logic 115 
may be configured to allocate one portion of read ports 124 to issue slot 0, and a second 

25 portion of read ports 124 to issue slot 1 . In the illustrated embodiment, read ports "rdO," 
"rdl," and "rd2" are allocated to issue slot 0, and read ports "rd3," "rd4," and "rd5" are 
allocated to issue slot 1 . However, other embodiments are contemplated in which 
different numbers of ports may be allocated to different issue slots. 
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[0036] It is noted that in any given execution cycle, the operand requirements of each 
functional unit within a given issue slot may be met by the combination of read ports 124 
allocated to that issue slot by arbitration logic 115 and the values provided by data 
5 forwarding unit 130. Thus, in the illustrated embodiment, ALUO 542a, AGUO 544a, 
ALU1 542b, and AGU1 544b may operate concurrently in a given execution cycle. As 
described in greater detail in conjunction with the description of FIG. 6, arbitration logic 
115 may be configured to resolve conflicts that may occur if, in a given execution cycle, 
the operand requirements of each functional unit within a given issue slot cannot be met 
10 by the combination of read ports 124 allocated to that issue slot and the values provided 
by data forwarding unit 130. 

[0037] FIG. 6 illustrates a flow diagram describing the operation of an embodiment of 
arbitration logic in a processor. Referring collectively to FIG. 1 through FIG. 6, operation 
15 begins in block 601 where scheduler 110 schedules operations to be executed in a 

particular execution cycle in the functional units of execution unit 540. Arbitration logic 
115 may examine the operations scheduled in a particular execution cycle to determine 
whether operations destined for functional units in issue slot 0 are present in scheduler 
110 (block 602). 

20 

[0038] If issue slot 0 operations are present, arbitration logic 115 may examine the 
operations and the availability of operands for the operations to determine whether there 
is a conflict between ALUO 542a and AGUO 544a (block 603). If an operation has been 
scheduled for only one of ALUO 542a or AGUO 544a, there is no conflict on issue slot 0. 
25 Arbitration logic 115 may then allocate ports by directing the relevant bypass mux 541a 
or 541b to select operands from read ports "rdO," "rdl," "rd2" and/or data forwarding unit 
130, as indicated by operand availability information in scheduler 110 (block 605). 
Similarly, if operations are scheduled for both ALUO 542a and AGUO 544a, and the 
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operand requirements of both operations can be met by the combination of read ports 
"rdO," "rdl," "rd2" and the values provided by data forwarding unit 130, there is no 
conflict on issue slot 0. Arbitration logic 115 may then allocate ports by directing bypass 
muxes 541a and 541b to select operands from read ports "rdO," "rdl," "rd2" and/or data 
5 forwarding unit 130, as indicated by operand availability information in scheduler 110 
(block 605). 

[0039] Returning to block 603, if operations are scheduled for both ALU0 542a and 
AGU0 544a, and the operand requirements of both operations cannot be met by the 
combination of read ports "rdO," "rdl," "rd2" and the values provided by data forwarding 
unit 130, a conflict on issue slot 0 may occur. For example, each of ALU0 542a and 
AGU0 544a may require three unique operand values available only in register file 120. 
In this case, arbitration logic 115 may allow the operation scheduled for ALU0 542a to 
pass, while directing scheduler 1 10 to reschedule the operation destined for AGU0 544a 
to be executed at a later time (block 604). Arbitration logic 115 may then allocate ports 
to ALU0 542a by directing bypass mux 541a to select operands from read ports "rdO," 
"rdl," "rd2" and/or data forwarding unit 130, as indicated by operand availability 
information in scheduler 110 (block 605). In an alternative embodiment, arbitration logic 
115 may select the AGU0 544a operation to pass while directing the rescheduling of the 
ALU0 542a operation. 

[0040] Once arbitration logic 115 has allocated ports to issue slot 0 operations (block 

605) , or if there were no issue slot 0 operations scheduled in the execution cycle (block 
602), arbitration logic 115 may examine the scheduled operations to determine whether 

25 operations destined for functional units in issue slot 1 are present in scheduler 1 10 (block 

606) . If no issue slot 1 operations are present, port allocation for the execution cycle is 
complete and arbitration logic 115 may await further scheduling of operations by 
scheduler 110 (block 601). 



10 



15 



20 
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[0041] Returning to block 606, if issue slot 1 operations are present, operation 
proceeds in a manner similar to that for issue slot 0. Specifically, arbitration logic 115 
may examine the operations and the availability of operands for the operations to 
5 determine whether there is a conflict between ALU1 542b and AGU1 544b (block 607). 
If an operation has been scheduled for only one of ALU1 542b or AGU1 544b, there is no 
conflict on issue slot 1. Arbitration logic 115 may then allocate ports by directing the 
relevant bypass mux 541c or 54 Id to select operands from read ports "rd3," "rd4," u rd5" 
and/or data forwarding unit 130, as indicated by operand availability information in 

10 scheduler 1 10 (block 609). Similarly, if operations are scheduled for both ALU1 542b 
and AGU1 544b, and the operand requirements of both operations can be met by the 
combination of read ports "rd3," "rd4," "rd5" and the values provided by data forwarding 
unit 130, there is no conflict on issue slot 1. Arbitration logic 115 may then allocate ports 
by directing bypass muxes 541c and 541d to select operands from read ports "rd3," "rd4," 

15 "rd5" and/or data forwarding unit 130, as indicated by operand availability information in 
scheduler 1 10 (block 609). 



[0042] Returning to block 607, if operations are scheduled for both ALU1 542b and 
AGU1 544b, and the operand requirements of both operations cannot be met by the 

20 combination of read ports "rd3," "rd4," "rd5" and the values provided by data forwarding 
unit 130, a conflict on issue slot 1 may occur. For example, each of ALU1 542b and 
AGU1 544b may require three unique operand values available only in register file 120. 
In this case, arbitration logic 115 may allow the operation scheduled for ALU1 542b to 
pass, while directing scheduler 1 10 to reschedule the operation destined for AGU1 544b 

25 to be executed at a later time (block 608). Arbitration logic 115 may then allocate ports 
to ALU1 542b by directing bypass mux 541c to select operands from read ports "rd3," 
"rd4," "rd5" and/or data forwarding unit 130, as indicated by operand availability 
information in scheduler 1 10 (block 609). In an alternative embodiment, arbitration logic 
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1 1 5 may select the AGU1 544b operation to pass while directing the rescheduling of the 
ALU1 542b operation. 

[0043] Once arbitration logic 115 has allocated ports to issue slot 1 operations (block 
5 609), port allocation for the execution cycle is complete and arbitration logic 115 may 
await further scheduling of operations by scheduler 110 (block 601). It is noted that in 
other embodiments, arbitration logic 115 may be configured to examine and allocate issue 
slots 0 and 1 in a different order, or to examine and allocate issue slots 0 and 1 
simultaneously. 

10 

[0044] It is noted that arbitration logic 115 may allocate ports to a scheduled operation 
at any time prior to the actual execution of the scheduled operation in its scheduled 
functional unit. In one embodiment, arbitration logic 115 may allocate ports to operations 
scheduled for a given execution cycle during that same execution cycle, just before the 
1 5 functional units receive operands and begin performing their respective scheduled 

operations. In an alternative embodiment, arbitration logic 115 may allocate ports for a 
given execution cycle several execution cycles in advance. 

[0045] Turning now to FIG. 7, one embodiment of execution unit 740 is shown. 

20 Execution unit 740 may be illustrative of execution unit 140 of FIG. 1 . In the illustrated 
embodiment, execution unit 740 includes a plurality of functional units ALU0 742a, 
AGU0 744a, ALU1 742b, and AGU1 744b. ALU0 742a and ALU1 742b may be 
illustrative of ALU 142 of FIG. 3. AGU0 744a and AGU1 744b maybe illustrative of 
AGU 144 of FIG. 4. The result ports of the plurality of functional units are coupled to 

25 write ports 122 of register file 120 (not shown in FIG. 7). Execution unit 740 also 

includes a plurality of bypass multiplexers 741 a-d coupled to the functional units. In the 
illustrated embodiment, ALU0 742a is coupled to bypass mux 741a, ALU1 742b is 
coupled to bypass mux 741b, AGU0 744a is coupled to bypass mux 741c, and AGU1 
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744b is coupled to bypass mux 741d. Each bypass mux 741 is coupled to a subset of read 
ports 124 of register file 120 (not shown in FIG. 7) as well as to data forwarding unit 130 
(not shown in FIG. 7). 



5 [0046] In one embodiment, each bypass mux 741 may be configured to provide a port 
corresponding to each input port of each associated functional unit. In the illustrated 
embodiment, for each input port of each associated functional unit, each corresponding 
port of bypass mux 741 may be configured to select between a specific read port of 
register file 120 and an input from data forwarding unit 130 under the direction of 

10 scheduler 110 (not shown in FIG. 7). In other embodiments, bypass mux 741 may have 
additional inputs from which to select other values, for example immediate data from the 
instruction stream (not shown). In one embodiment, bypass mux 741a may be configured 
to select between register file 120 read ports "rdO," "rdl," and "rd2" and one or more 
inputs from data forwarding unit 130 for each of ALU0 742a input ports "srcl," "src2," 

15 and "flags," respectively. In one embodiment, bypass mux 741b may be configured to 
select between register file 120 read ports "rdO," "rdl," and "rd2" and one or more inputs 
from data forwarding unit 130 for each of AGU0 744a input ports "base," "index," and 
"store data," respectively. In one embodiment, bypass mux 741c may be configured to 
select between register file 120 read ports "rd3," "rd4," and "rd5" and one or more inputs 

20 from data forwarding unit 130 for each of ALU1 742b input ports "srcl," "src2," and 

"flags," respectively. In one embodiment, bypass mux 74 Id may be configured to select 
between register file 120 read ports "rd3," "rd4," and "rd5" and one or more inputs from 
data forwarding unit 130 for each of AGU1 744b input ports "base," "index," and "store 
data," respectively. It is noted that in alternative embodiments, data forwarding unit 130 

25 may provide a single value common to several bypass mux ports, one or more individual 
values corresponding to each bypass mux port, or any combination thereof. It is further 
noted that alternative embodiments are contemplated in which different numbers of 



Atty. Dkt. No.: 5500-89200 



Page 18 Meyertons, Hood, Kivlin, Kowert & Goetzel, P.C. 



bypass mux ports, functional units, and register file read ports are arranged in different 
configurations. 



[0047] It is noted that the illustrated embodiment is similar in structure and function to 
5 execution unit 540 of FIG. 5, with the following differences: ALU1 742b is coupled to 
bypass mux 741b, and AGUO 744a is coupled to bypass mux 741c. 

[0048] As described in greater detail below in conjunction with the description of FIG. 
8, arbitration logic 115 may allocate read ports 124 to the functional units within 

10 execution unit 740 on the basis of functional unit types. As used herein, a functional unit 
type refers to a homogeneous grouping of functional units that forms the unit of 
allocation of a resource, such as a portion of read ports 124. Each functional unit within 
execution unit 740 may correspond to one of a plurality of functional unit types. In the 
illustrated embodiment, ALU0 742a and ALU1 742b both correspond to the ALU 

15 functional unit type, and AGUO 744a and AGU1 744b both correspond to the AGU 

functional unit type. In other embodiments, it is contemplated that a different number of 
functional unit types may be provided, and it is further contemplated that different 
numbers of functional units may correspond to any functional unit type. Arbitration logic 
115 may be configured to allocate one portion of read ports 124 to the ALU functional 

20 unit type, and a second portion of read ports 124 to the AGU functional unit type. In the 
illustrated embodiment, read ports "rdO," "rdl," and "rd2" are allocated to the ALU 
functional unit type, and read ports "rd3," "rd4," and "rd5" are allocated to the AGU 
functional unit type. However, other embodiments are contemplated in which different 
numbers of ports may be allocated to different issue slots. 

25 

[0049] It is noted that in any given execution cycle, the operand requirements of each 
functional unit within a given functional unit type may be met by the combination of read 
ports 124 allocated to that functional unit type by arbitration logic 115 and the values 
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provided by data forwarding unit 130. Thus, in the illustrated embodiment, ALUO 742a, 
ALU1 742b, AGUO 744a, and AGU1 744b may operate concurrently in a given execution 
cycle. As described in greater detail in conjunction with the description of FIG. 8, 
arbitration logic 115 may be configured to resolve conflicts that may occur if, in a given 
5 execution cycle, the operand requirements of each functional unit within a given 

functional unit type cannot be met by the combination of read ports 124 allocated to that 
issue slot and the values provided by data forwarding unit 130. 

[0050] FIG. 8 illustrates a flow diagram describing the operation of an embodiment of 
10 arbitration logic in a processor. Referring collectively to FIG. 1 through FIG. 4, FIG. 7, 
and FIG.8, operation begins in block 801 where scheduler 110 schedules operations to be 
executed in a particular execution cycle in the functional units of execution unit 740. 
Arbitration logic 115 may examine the operations scheduled in a particular execution 
cycle to determine whether operations scheduled destined for functional units in the ALU 
15 functional unit type are present in scheduler 110 (block 802). 

[0051] If ALU functional unit type operations are present, arbitration logic 115 may 
examine the operations and the availability of operands for the operations to determine 
whether there is a conflict between ALUO 742a and ALU1 742b (block 803). If an 

20 operation has been scheduled for only one of ALUO 742a or ALU1 742b, there is no 

conflict on the ALU functional unit type. Arbitration logic 115 may then allocate ports by 
directing the relevant bypass mux 741a or 741b to select operands from read ports "rdO," 
"rdl," "rd2" and/or data forwarding unit 130, as indicated by operand availability 
information in scheduler 110 (block 805). Similarly, if operations are scheduled for both 

25 ALUO 742a and ALU1 742b, and the operand requirements of both operations can be met 
by the combination of read ports "rdO," "rdl "rd2" and the values provided by data 
forwarding unit 130, there is no conflict on the ALU functional unit type. Arbitration 
logic 115 may then allocate ports by directing bypass muxes 741a and 741b to select 
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operands from read ports "rdO," "rdl," "rd2" and/or data forwarding unit 130, as 
indicated by operand availability information in scheduler 110 (block 805). 

[0052] Returning to block 803, if operations are scheduled for both ALU0 742a and 
5 ALU1 742b, and the operand requirements of both operations cannot be met by the 

combination of read ports "rdO," "rdl," "rd2" and the values provided by data forwarding 
unit 130, a conflict on the ALU functional unit type may occur. For example, each of 
ALU0 742a and ALU1 742b may require three unique operand values available only in 
register file 120. In this case, arbitration logic 115 may allow the operation scheduled for 

10 ALU0 742a to pass, while directing scheduler 1 10 to reschedule the operation destined 
for ALU1 742b to be executed at a later time (block 804). Arbitration logic 115 may then 
allocate ports to ALU0 742a by directing bypass mux 741a to select operands from read 
ports "rdO," "rdl," "rd2" and/or data forwarding unit 130, as indicated by operand 
availability information in scheduler 110 (block 805). In an alternative embodiment, 

15 arbitration logic 115 may select the ALU0 742a operation to pass while directing the 
rescheduling of the ALU1 742b operation. 

[0053] Once arbitration logic 115 has allocated ports to ALU functional unit type 
operations (block 805), or if there were no ALU functional unit type operations scheduled 

20 in the execution cycle (block 802), arbitration logic 115 may examine the scheduled 
operations to determine whether operations destined for functional units in the AGU 
functional unit type are present in scheduler 110 (block 806). If no AGU functional unit 
type operations are present, port allocation for the execution cycle is complete and 
arbitration logic 115 may await further scheduling of operations by scheduler 110 (block 

25 801). 

[0054] Returning to block 806, if AGU functional unit type operations are present, 
operation proceeds in a manner similar to that for ALU functional unit type operations. 
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Specifically, arbitration logic 115 may examine the operations and the availability of 
operands for the operations to determine whether there is a conflict between AGUO 744a 
and AGU1 744b (block 807). If an operation has been scheduled for only one of AGUO 
744a or AGU1 744b, there is no conflict on the AGU functional unit type. Arbitration 
5 logic 115 may then allocate ports by directing the relevant bypass mux 741c or 74 Id to 
select operands from read ports "rd3," "rd4," "rd5" and/or data forwarding unit 130, as 
indicated by operand availability information in scheduler 110 (block 809). Similarly, if 
operations are scheduled for both AGUO 744a and AGU1 744b, and the operand 
requirements of both operations can be met by the combination of read ports "rd3," "rd4," 
10 "rd5" and the values provided by data forwarding unit 130, there is no conflict on the 
AGU functional unit type. Arbitration logic 115 may then allocate ports by directing 
bypass muxes 741c and 74 Id to select operands from read ports "rd3," "rd4," "rd5" 
and/or data forwarding unit 130, as indicated by operand availability information in 
scheduler 1 10 (block 809). 

15 

[0055] Returning to block 807, if operations are scheduled for both AGUO 744a and 
AGU1 744b, and the operand requirements of both operations cannot be met by the 
combination of read ports "rd3," "rd4," "rd5" and the values provided by data forwarding 
unit 130, a conflict on the AGU functional unit type may occur. For example, each of 

20 AGUO 744a and AGU1 744b may require three unique operand values available only in 
register file 120. In this case, arbitration logic 115 may allow the operation scheduled for 
AGUO 744a to pass, while directing scheduler 1 10 to reschedule the operation destined 
for AGU1 744b to be executed at a later time (block 808). Arbitration logic 115 may 
then allocate ports to AGUO 744a by directing bypass mux 741c to select operands from 

25 read ports "rd3," "rd4," "rd5" and/or data forwarding unit 130, as indicated by operand 
availability information in scheduler 110 (block 809). In an alternative embodiment, 
arbitration logic 115 may select the AGU1 744b operation to pass while directing the 
rescheduling of the AGUO 744a operation. 
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[0056] Once arbitration logic 1 15 has allocated ports to the AGU functional unit type 
operations (block 809), port allocation for the execution cycle is complete and arbitration 
logic 115 may await further scheduling of operations by scheduler 110 (block 801). It is 
5 noted that in other embodiments, arbitration logic 115 may be configured to examine and 
allocate the ALU and AGU functional unit types in a different order, or to examine and 
allocate the ALU and AGU functional unit types simultaneously. 

[0057] Turning now to FIG. 9, one embodiment of execution unit 940 is shown. 

10 Execution unit 940 may be illustrative of execution unit 140 of FIG. 1 . In the illustrated 
embodiment, execution unit 940 includes a plurality of functional units ALU0 942a, 
AGU0 944a, ALU1 942b, and AGU1 944b. ALU0 942a and ALU1 942b may be 
illustrative of ALU 142 of FIG. 3. AGU0 944a and AGU1 944b may be illustrative of 
AGU 144 of FIG. 4. The result ports of the plurality of functional units are coupled to 

15 write ports 122 of register file 120 (not shown in FIG. 9). Execution unit 940 also 

includes a crossbar 952 coupled to the functional units ALU0 942a, AGU0 944a, ALU1 
942b, and AGU1 944b. Crossbar 952 is also coupled to read ports 124 of register file 120 
(not shown in FIG. 9) as well as to data forwarding unit 130 (not shown in FIG. 9). 

20 [0058] In the illustrated embodiment, crossbar 952 may provide an output port 

corresponding to each input port of each functional unit to which crossbar 952 is coupled, 
as well as an input port corresponding to each of the plurality of read ports 124 and each 
of one or more inputs from data forwarding unit 130. In addition, crossbar 952 may be 
configured to provide a path from each input port to any single output port concurrently, 

25 under the direction of scheduler 1 10 (not shown in FIG. 9). Thus, crossbar 952 may 

provide a means to selectively provide a value from any of read ports 142 or one or more 
inputs from data forwarding unit 130 to any single input port of functional units ALU0 
942a, AGU0 944a, ALU1 942b, and AGU1 944b. 
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[0059] In another embodiment, crossbar 952 may be configured to provide a path from 
each input port to more than one output port concurrently, under the direction of 
scheduler 1 10 (not shown in FIG. 9). In such an embodiment, crossbar 952 may provide 
5 a means for multiple functional units to share a single one of read ports 142 or inputs 
from data forwarding unit 130 when multiple functional units require the same operand 
value. 

[0060] It is noted that in other embodiments, crossbar 952 may have additional inputs 
10 from which to select other values, for example immediate data from the instruction 

stream (not shown). It is further noted that alternative embodiments are contemplated in 
which different numbers of crossbar input and output ports, functional units, and register 
file read ports are arranged in different configurations. 

15 [0061] As described in further detail in conjunction with the description of FIG. 10, in 
one embodiment arbitration logic 115 (not shown in FIG. 9) may allocate read ports 124 
to the functional units within execution unit 940 based on the age of pending operations 
scheduled by scheduler 110 (not shown in FIG. 9). It is noted that other embodiments are 
contemplated in which alternative criteria may be used to allocate read ports 124 to the 

20 functional units within execution unit 940, such as the type of a pending operation or the 
number of dependencies on a pending operation, for example. 

[0062] It is noted that in any given execution cycle, the operand requirements of each 
functional unit within execution unit 940 may be met by the combination of read ports 
25 124 allocated to that functional unit by arbitration logic 1 1 5 and the values provided by 
data forwarding unit 130. Thus, in the illustrated embodiment, ALU0 942a, AGU0 944a, 
ALU1 942b, and AGU1 944b may operate concurrently in a given execution cycle. As 
described in greater detail in conjunction with the description of FIG. 10, arbitration logic 
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115 may be configured to resolve conflicts that may occur if, in a given execution cycle, 
the operand requirements of each functional unit cannot be met by the combination of 
read ports 124 allocated to that issue slot and the values provided by data forwarding unit 
130. 

5 

[0063] FIG. 10 illustrates a flow diagram describing the operation of an embodiment 
of arbitration logic in a processor. Referring collectively to FIG. 1 through FIG. 4, FIG. 
9, and FIG. 10, operation begins in block 1001 where scheduler 110 schedules operations 
to be executed in a particular execution cycle in the functional units of execution unit 

10 940. Arbitration logic 115 may examine the operations scheduled in a particular 

execution cycle to determine the oldest scheduled operation to which ports have not been 
allocated, also referred to herein as an unallocated scheduled operation, and to select this 
operation for port allocation (block 602). As noted above, other embodiments of 
arbitration logic 1 15 are contemplated in which alternative criteria may be used to select a 

1 5 scheduled operation. 

[0064] After selecting a scheduled operation for port allocation, arbitration logic 115 
may determine whether any operand of the selected operation is available from data 
forwarding unit 130, as indicated by operand availability information in scheduler 110 
20 (block 1003). If any operand of the selected operation is available from data forwarding 
unit 130, for each such operand, arbitration logic 115 may direct crossbar 952 to select 
the appropriate input from data forwarding unit 130 to be routed to the appropriate input 
port of the functional unit of execution unit 940 corresponding to the selected scheduled 
operation (block 1004). 

25 

[0065] After determining operand availability from data forwarding unit 130 for the 
selected operation, arbitration logic 115 may determine whether any operand of the 
selected operation is still unallocated (block 1005). If no unallocated operands remain 
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for the selected operation (i.e., the selected operation's operands were all available from 
data forwarding unit 130), port allocation for the selected operation is complete. 
Arbitration logic 1 15 may determine whether any scheduled operations remain that have 
not yet been allocated ports (block 1009). If no unallocated scheduled operations remain, 
5 port allocation for the particular execution cycle is complete, and arbitration logic 1 15 
may await further scheduling of operations by scheduler 110 (block 1001). Returning to 
block 1009, if unallocated scheduled operations remain, operation returns to block 1002, 
in which arbitration logic 115 may select the oldest remaining unallocated scheduled 
operation for port allocation. 

10 

[0066] If unallocated operands remain for the selected operation (block 1005), or no 
operand of the selected operation is available from data forwarding unit 130 (block 1003), 
arbitration logic 115 may determine whether a sufficient number of read ports 142 are 
available to allocate to the unallocated operands of the selected operation (block 1006). If 
15 a sufficient number of read ports 142 are available, for each unallocated operand, 

arbitration logic 115 may direct crossbar 952 to select the appropriate port from read ports 
142 to be routed to the appropriate input port of the functional unit of execution unit 940 
corresponding to the selected scheduled operation (block 1007). 

20 [0067] After ports have been allocated to the selected operation, or if there were not a 
sufficient number of read ports 142 to allocate (block 1006), arbitration logic 115 may 
determine whether any scheduled operations remain that have not yet been allocated ports 
(block 1008). If no unallocated scheduled operations remain, port allocation for the 
particular execution cycle is complete, and arbitration logic 115 may await further 

25 scheduling of operations by scheduler 1 10 (block 1001). Returning to block 1008, if 
unallocated scheduled operations remain, operation returns to block 1002, in which 
arbitration logic 115 may select the oldest remaining unallocated scheduled operation for 
port allocation. 
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[0068] Although the embodiments above have been described in considerable detail, 
numerous variations and modifications will become apparent to those skilled in the art 
once the above disclosure is fully appreciated. It is intended that the following claims be 
5 interpreted to embrace all such variations and modifications. 
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